Slide the appropriate HDS Table Clamps over the Clark railings on each side of the bed and lock them in place.

Attach the HDS Patient Platform (AR-6529-01) to the HDS Table Clamps.

Comp the skin in the HDS Patient Platform and pull it towards the operative side.

Attach the HDS Perineal Post (AR-6529-07) to the operative side of the Patient Platform.

Place the foot into the flexed HDS Traction Boot (AR-6529-06).

Place the Instep Pad over the foot and secure the buckle.

Tighten the ratchet on the posterior aspect of the HDS Traction Boot.

Place the Toe Pad over the foot and secure the buckle.

Grasp the slots in the HDS Patient Platform and pull it towards the operative side.

Attach the HDS Well Leg Spar (AR-6529-14) to the Well Leg Adapter.

Attach the Operative Leg Spar (AR-6529-05) to the HDS Patient Platform.

Place the reversible HDS Patient Platform Pad (AR-6529-02) over the HDS Patient Platform.

Attach and lock the HDS Well Leg Spar Adapter (AR-6529-15) to the bottom of the HDS Table Clamp.

Attach and lock the optional HDS Prep Table (AR-6529-03) to the HDS Patient Platform.

Optional: Attach the HDS Traction Boots (AR-6529-06) to both Teletrac Carriages.

Attach the HDS Traction Boots (AR-6529-06) to both Teletrac Carriages.

Attach the HDS Traction Boots (AR-6529-06) to both Teletrac Carriages.

Attach the HDS Traction Boots (AR-6529-06) to both Teletrac Carriages.

Attach the HDS Traction Boots (AR-6529-06) to both Teletrac Carriages.

Attach the HDS Traction Boots (AR-6529-06) to both Teletrac Carriages.

Attach the HDS Traction Boots (AR-6529-06) to both Teletrac Carriages.

Attach the HDS Traction Boots (AR-6529-06) to both Teletrac Carriages.

Attach the HDS Traction Boots (AR-6529-06) to both Teletrac Carriages.

Attach the HDS Traction Boots (AR-6529-06) to both Teletrac Carriages.

Attach the HDS Traction Boots (AR-6529-06) to both Teletrac Carriages.